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REMOVE EXISTING FLOOR  FINISHES AND
PREPARE WALLS FOR NEW PAINT WHERE
REQURIED. PREPARE FLOORS FOR NEW
WOOD OR CARPET INSTALLATION.

2 REMOVE EXISTING PLUMBING FIXTURES
AND BATHROOM FINISHES. PREPARE WALLS
AND FLOORS FOR NEW OWNER SELECTED
FINISHES AND INSTALL NEW PLUMBING
FIXTURES.

3 EXISTING STAIRS TO REMAIN. INSTALL
NEW SMOKE / CO2 DETECTOR AT EACH
LANDING AND NEW EMERGENCY LIGHT.

4 REMOVE EXISTING PLUMBING FIXTURES
AND KITCHEN CABINETS / COUNTERS.
REMOVE ALL KITCHEN FINISHES AND
PREPARE WALLS, CEILINGS FOR NEW PAINT,
PREPARE FLOOR FOR NEW OWNER
SELECTED FINISHES. REPLACE AND/OR
SALVAGE APPLIANCES AS REQURIED.

5 EXISTING PORCH TO REMAIN.

EXT'G DOOR TO REMAIN

NEW DOOR

S

GENERAL NOTES:

CONTRACTOR IS RESPONSIBLE TO FIELD
VERIFY & COORDINATE ALL DIMENSION
PRIOR TO START OF CONSTRUCTION.

CONTRACTOR IS RESPONSIBLE TO
COORDINATE ALL MASONRY AND ROUGH
OPENINGS WITH MATERIALS TO BE
INSTALLED.

LEGEND:

NEW EXTERIOR/INTERIOR WALL FRAMING

EXISTING WALL TO BE REMOVED

EXISTING WALL TO REMAIN

LEVEL 1 ALTERATION
CONSTRUCTION NOTES:

EL EMERGENCY LIGHT W/ BATTERY BACKUP

1

6 REMOVE AND DISPOSE OF DAMAGED SHEETROCK. INSTALL
NEW R-19 FIBERGLASS INSULATION IN ALL EXTERIOR WALLS.
INSTALL NEW 1

2" SHEETROCK ON ALL WALLS.

7 PROVIDE INSULATED EXTERIOR DOOR SYSTEM

8 INSTALL NEW REPLACEMENT WINDOW WHERE
WINDOW SYSTEMS WERE DAMAGED. MINIMUM
U VALUE OF .35

9

10

REPAIR AND REPLACE ALL BROKEN OR
DAMAGED RAILINGS, SPINDLES AND GUARD
RAILS PER NYS BUILDING CODE.

APPLY 1 LAYER 5
8 TYPE X SHEET ROCK TO

EXISTING WALL.

11 REMOVE EXISTING DOOR SYSTEM AND DISPOSE
OF. INSTALL NEW DOOR SYSTEM OF INDICATED
SIZE AND TYPE.

HEAT DETECTION SYSTEM AS PER THE
NYS FIRE CODE

H

SMOKE / CO2 ALARMS AS PER THE BUILDING
CODE OF NEW YORK STATE (DIGITAL READOUT)
ALL ALARMS SHALL BE INTERCONNECTED,
HARDWIRED WITH BATERY BACKUPS.

INSTALL NEW 1 HR RATED CEILING AS PER
DETAIL 5/100.
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INSTALL NEW
BOILER AS PER
SECTION 703 OF

THE MCNYS

EXTERIOR INSULATED GRAVITY LOUVER
SYSTEM

- PROVIDE SPRING LOADED INSULATED
LOUVER IN WALL SYSTEM TO PROVIDE

EXTERIOR COMBUSTION AIR AS PER
SECTION 703 OF THE MECHANICAL CODE

OF NYS
1 SQUARE INCH PER EVERY 4,000 BTU'S
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New Ceiling / Ceiling Patching

UL Rating # L515

Assembly Rating - 1 HR.

Beam Ratings - 1 HR.

5
8" RESILENT CHANEL OUT OF 25
MSG GALV. STEEL @ 16" O.C.
PERPENDICULAR TO JOIST

EXISTING 3
4" SUB FLOORING

6" MIN. MINERAL WOOL BATTS

5
8" TYPE X GYPSUM BOARD

0.030 COMMERCIAL ASPHALT FELT
LEVEL ROCK UNDERLAYMENT

EXISTING 2 X 10
 JOIST @ 16" O.C.
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